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Please read this manual before operation



Factory setting parameters of the Robot

Spin mode T:Sesep(;n S:i?nt:gemed frsezrtrele:gy Remarks
Factory setting ) 3 510
Straight ball 6 3 55
Top spin 5 3 55
1-5 /1-9fallijng points 7 3 5bh
Top left spin 7 3 55
Top right spin i 3 55
Bottom right spin 2 H 40
Bottom left spin 2 5 40
Bottom spin g, H 40
Auto-mode i 3 &b

Note: When you use the Roboft for the first time, please sef the parameters (fop
spin speed, boftom spin speed and serve frequency) as the factory setting ones
provided above, and then press the on/off button fo start fraining. Later on, you
can adjust the parameters depending on your own needs.




Remarks

1. Before operating the machine please read the instruction manual carefully.
2. If any problems occur please referto “Maintenance and Attention” Chapter, or contact your supplier.
3. Improper use of the machine and damage or breakage is done, our company disclaims all allegations.

4. Improper control or taking the machine apart and modifying the machine and damage is made, guarantee will
be waived.

5. Without permission, this instruction manual may not be photocopied or lent.
6. This machine (and components) may be modified by our company and we have no obligation to notify you.

TW-2700-06 (Type A, Type B) Table Tennis Robot's Special Features and Function

* Uses “Double Spin Technology” to serve straight balls(in other words serving a ball with no spin in it), top
spin. bottom spin. side spin and programmable spin control and ball ejection speed.

* There are Type AlSland Type B[9ldifferent ball falling positions on the whole table (Itis arranged from left<ito right>).
By pressing the left <or rightl> button on the Control Panel you can easily control and select the ball's trajectory angle.

* The Table Tennis Robot has 3 different modes for the user to choose from:
1) Regular-mode (fixed falling point)

2) Auto-mode (a.irregular servings b.left servings c. right servings)
3) Self-mode (programmed by user)

% Collection net is used so that the balls will be automatically gathered back into the robot's cavity, to save time
and increase efficiency.



Caution

* Use ACLI220V 1120V L1110V power supply from the main

power supply, if extension cords, adapters or multiple plugs
are used fire hazard may occur.

% Ensure your hands are dry before contact with the power supply,
or else short circuit may occur.

* Any problems occur immediately switch off the main power
supply. If overheating, smoke, strange smell occurs, immediately
switch off the power supply and uriplug the plug from the

power supply, if carry on using there may be a fire hazard or
short circuit.


































